http://Mvww.vigoindustries.com

INSTALLATION INSTRUCTIONS FOR STANDING SHOWER CABIN 1-866-591-7792

OWNER'S MANUAL @

PLEASE READ INSTRUCTIONS BEFORE PROCEEDING
Packing List gl
. Wall connector (2pc)
. Structural arm (2pc)
. Support assembly (2pc)
. Side glass panel with hinge slots (2pc)
. Side seall strip (2pc)
. Glass support (4pc.)
. Hinge (4pc.)

1 . Bottom rail (1 pc.)
. Magnetic seal strip (2pc.)
10. Handle assembly (2 sets)
2 % 11. Door (2 pc.)
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12. Door side seal strip

(3 pc. various size or one long strip for each door) 15
13. Door bottom seal strip (2pc.)
14. Screws 1 1/8" (16pc.) 14
15. Plastic anchors (16pc.)

5 16. Side glass panel seal strip (Roll) % S
RN 17. Screw cap cover for philips screw
6 18. Screw cap cover for hex screw.
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GLASS THICKNESS 1/4" .

NOTE: INSTALLATION MUST BE DONE BY A QUALIFIED, LICENSED PLUMBER.
MODEL VG8426 1
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1. WALL CONNECTOR
98001

2. STRUCTURAL ARM

98002-36
98002-39

3.SUPPORT ASSEMBLY
98003

/4

97011-36
97011-39

4. SIDE GLASS PANEL

5. SIDE SEAL STRIP

96007
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6. GLASS SUPPORT
98004

7. HINGE
98005

8. BOTTOM RAIL

95003-36
95003-39
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9. MAGNETIC SEAL STRIP
96010

>

10 DOOR HANDLE

98014
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11. DOOR.

97012-36
97012-39

12. DOOR SIDE SEAL

STRIP
R

96008

Y

13. DOOR BOTTOM
SEAL STRIP

96009

14. SCREW 1 1/8"

c

15. WALL PLUG

Z

16. SIDE GLASS PANEL SEAL

19. SCREW CAP COVER

20. SCREW CAP COVER

STRIP (ROLL). FOR PHILIPS FOR HEX
96005

94002 94003
MODEL DIMENSION "A" DIMENSION "B" DIMENSION "C" DIMENSION "D" DIMENSION "E" | HEIGHT*
36"x36" 34 3/4"** 34 3/4"** 15" 15" 28" 731/3"
39"x39" 38 1/2"* 38 1/2"* 18 1/4" 18 1/4" 30 1/2" 731/3"
* - WITH HARDWARE AND WITHOUT SHOWER BASE
** - EXTERIOR SIZES
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MODEL VG8426
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\ asking tape
- Clear silicone caulking
- Utility knife
WARNING:
For optimum operation, it is important that the shower door be installed perfectly level on a
leveled unit.
Handle metal parts with care.
During installation, protect the bottom of the shower cabin with a cardboard protector.
This will prevent damaging the finish.
The glass on panels and doors is tempered glass and must never be cut.

SPECIAL INSTRUCTION

SPECIAL INSTRUCTIONS FOR INSTALLATION IN PREFABRICATED STALLS.
Fiberglass or acrylic construction may not be of sufficient strength to support your shower
door enclosure. To provide for a secure mounting of this door it is important that you use
wood framing behind the face edge of your stall. Apply a bead of silicone between walls and
base of stall.

To facilitate the installation, it is recommended that the door unit be installed with the
assistance of a second person.

INSTALLATION INSTRUCTION
BEFORE INSTALLATION: If needed, remove the plastic layer of the base border. Do not
remove the plastic layer off the plastic platform of the base. Wall and base joints must be
silicone properly.
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FIG. 3A (GLASS CONFIGURATION DIAGRAM)




