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INSTALLATION INSTRUCTIONS FOR STANDING SHOWER CABIN 1-866-591-7792

OWNER'S MANUAL

PLEASE READ INSTRUCTIONS BEFORE PROCEEDING @

Packing List

. Top rail with hinge (1pc.)

. Door seal strip (1pc)

. Side glass panel (2pc)

. Side glass panel seal strip (2pc)
. Walll profile (2pc)

. Door (1pc.)

. Door handle & washers (2pc.)

. Door magnetic seal strip (2pc.)
. Door bottom seal strip (1 pc)
10. Bottom rail with hinge (1pc.)
11. Screws (10pc.)

12. Anchors (10pc.)
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GLASS THICKNESS 1/4"

NOTE: INSTALLATION MUST BE DONE BY A QUALIFIED, LICENSED PLUMBER.

MODEL VG8311 1




ILLUSTRATION OF COMPONENTS
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11. SCREW 1 1/8"

12. PLASTIC ANCHOR
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MODEL DIMENSION "A" DIMENSION "B"
36"x36" 34 3/4" 34 3/4"
39"x39" 38 1/2" 38 1/2"
T
MODEL VG8311

THE MEASUREMENTS IN INCHES ARE ROUNDED TO THE NEAREST 1/16"
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aing the finish.
The glass on panels and doors is tempered glass and must never be cut.
SPECIAL INSTRUCTION

SPECIAL INSTRUCTIONS FOR INSTALLATION IN PREFABRICATED STALLS.
Fiberglass or acrylic construction may not be of sufficient strength to support your shower door enclosure. To
provide for a secure mounting of this door it is important that you use wood framing behind the face

edge of your stall.

INSTALLATION INSTRUCTION

BEFORE INSTALLATION: Wall and base joints must be silicone properly.

STEP 1 - WALL PROFILE INSTALLATION

I. Place the bottom rail (10) on the shower base and

center its sides on the base.

Make shure you have correct and equal distance on each side.
ll. Place the wall profile to the wall, making sure it is level. Mark holes location.
lll. Remove the wall profile and drill the holes (use a 7/64" for acrylic walls and 7/32" for ceramic

walls). Drill slowly to prevent damage. Insert plastic anchors (12) in holes (ceramic walls).

IV. Put wall profile back in place and fasten it with 1 1/8" screws.
Repeat steps Il to IV with the other wall profile .
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