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THE MEASUREMENTS IN INCHES ARE ROUNDED TO THE NEAREST 1/16"




http:/Avww.vigoindustries.com
1-866-591-7792

ASSEMBLY

|7 3/4" £1/&"

Py

Holes for the mounting screws ﬁ
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VANITY

'8

E 2. Loose both adjasting screws in the vanity hanging unit. Hang up the vanity
to the wall brackets. Tight adjusting screws.
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Vanity bracket
Wall

VANITY BRACKETS (2PC.)

Adjusting screw

LAVATORY MIRROR

ide wall of the vanity
Hanging unit

2

MOUNTED SCREWS ARE INCLUDED

3. Silicone the lavatory to the vanity. Open the door of the cabinet, screw
out the handle, put it from outside of the door and screw it from inside with
the same screws. Screw towel hanger to the base.

4. Install the drain assembly. Connect tailpiece to the drain.

TOO LS WASHER

) DRAIN ASSEMBLY
Drill

Tape Measure

Tubing Cutter or Hacksaw
Regular and Philips Screw Driver
Caulking gun

z) BLACK WASHER
DRAIN NUT
ﬁ

TAIL PIECE v WALL SCREW
— LOCATION

SAFETY TIPS

Observe all local plumbing and building codes.

Risk of personal injury or product damage. Handle with care. Vitreous china
can break or chip if the product is handled carelessly.

Prior to installation, unpack the new lavatory and inspect it for damage.
Return the lavatory to its protective carton until you are ready to install it.
Inspect the drain and supply tubing. Replace if necessary.

Do not substitute another sealant if one is supplied with this lavatory.
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7. Select the mirror location and mark holes on the wall for mounting
bracket. Drill holes, stick anchors and put screws. Connect electrical wires to
the switch. Hang up the mirror.

cilitate removal.
Place a basin under the work area to catch any water that may still be in the
drain.

For additional assistance visit: or bracket
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