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MODEL CZ-108

THE MEASUREMENTS IN INCHES ARE ROUNDED TO THE NEAREST 1/16"
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NOTE: INSTALLATION MUST BE DONE BY A QUALIFIED, LICENSED
PLUMBER.
ALL WIRING MUST BE PERFORMED BY A LICENSED ELECTRICIAN.

MODEL CZ-108

CAESARBATH

DRAIN BLACK WASHER

Turn off the water supply. This is done by closing the two shut-off valves
located under the lavatory.

If there are no shut-off valves leading to the lavatory, you must turn off the
water at the main valve. This is usually located in the basement, garage or
near the foundation on the outside of the house. It may also be near the
water meter.

Check to be sure the water is off by turning on the faucet where you are
working until the water stops flowing.

If you have shut off the main valve in a two-story house or greater, you
should open the kitchen faucet

and another faucet on the same level. Water will then drain from the entire
line. This will help avoid spills.

Be sure and close the faucets before you turn on the main valve again.
Disconnect the drain pipes. Take off as many sections as possible between
the lavatory and the wall or floor to facilitate removal.

Place a basin under the work area to catch any water that may still be in the
drain.
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SAFETY TIPS

~al injury or product damage. Handle with care. Vitreous china
can break or chip if the product is handled carelessly.
Prior to installation, unpack the new lavatory and inspect it for damage.
Return the lavatory to its protective carton until you are ready to install it.
Inspect the drain and supply tubing. Replace if necessary.
Do not substitute another sealant if one is supplied with this lavatory.
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