INSTALLATION INSTRUCTIONS FOR SHOWER ENCLOSURE

OWNER'S MANUAL

PLEASE READ INSTRUCTIONS BEFORE PROCEEDING

Packing List

Wall mount bracket (2pc)
Fixed panel holders (2pc)
Rollers (4pc)

Fixed panel (1pc)

Door (1pc)

Handle assembly (1pc)
Fixed panel bottom clip (1
Door bottom guide (1 pc)
Door threshold (1pc)
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pc)

10.  Door stopper (2pc)

11.  Structural rail (1pc)

12.  Door and fixed panel seal strip (2pc)
13. Door seal strip (3pc., 1 of each is extra)
14.  Threshold extension clip (1 pc)

15.  Phillips screw 2" (2pc)

16.  Philips screw 3/4" (4pc)

17.  Plastic anchors (6pc) 1
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GLASS THICKNESS 3/8"
NOTE: INSTALLATION MUST BE DONE BY A QUALIFIED, LICENSED PROFESSIONAL. 1

MODEL VG2174
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1. WALL MOUNT 2. FIXED PANEL HOLDER 3. ROLLERS 4. FIXED PANEL 5. DOOR
BRACKET ASSEMBLY
6. HANDLE ASSEMBLY 7. FIXED PANEL BOTTOM 8. DOOR BOTTOM 9. DOOR THRESHOLD 10.DOOR STOPPER
CLIP GUIDE
R T
]
11. STRUCTURAL RAIL 12. DOOR AND FIXED 13. DOOR SEAL STRIP 14. THRESHOLD 16. SCREWS 2"
PANEL SEAL STRIP EXTENSION CLIP
16. SCREWS 3/4" 19. PLASTIC ANCHOR

LIST DIMENSION "A" DIMENSION "B" | ADJUSTABLE HEIGHT
DIMENSIONS (DOOR) (FIXED PANEL) DIMENSION "C"
(WIDTH)
48'X74" 23 7/8" 24 3/8" | 44 1/2'-48' 74"
60'X74" 29 7/8' 30 3/8' | 56'-59 7/8" 74"
60'X66" 34 7/8' 333/8" | 56'-59 7/8" 66"
72'X74" 36 5/8' 371/8" | 68-711/2" 74"
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BEFORE STARTING 1-866-591-7792

Upon receipt, verify if your shower enclosure is in good condition and make sure that all parts are
included in the hardware bag. If you have a problem, please contact your distributor immediately.

Required equipment:

- Square and/or Phillips #1 and #2 screwdriver

-Flat head screwdriver

- Electric drill

-1/8", 3/16" or 7/32" drill bit (According to wall)

-Level

-Measuring tape

-Non permanent pencil (HB)

- Clear silicone caulking

- Utility knife

- Hacksaw

WARNING:

For optimum operation, it is important that the shower door be installed perfectly level on a
leveled unit.

Handle metal parts with care.

During installation, protect the bottom of the shower cabin with a cardboard protector.
This will prevent damaging the finish.

The glass on panels and doors is tempered glass and must never be cut.

IMPORTANT: VG2174 IS DOOR REVERSIBLE AND COULD BE INSTALLED TO THE RIGHT OR LEFT SIDE
(SEE CONFIGURATION DIAGRAM BELOW)

SPECIAL INSTRUCTION
SPECIAL INSTRUCTIONS FOR INSTALLATION IN PREFABRICATED STALLS.
Fiberglass or acrylic construction may not be of sufficient strength to support your shower door
enclosure. To provide for a secure mounting of this door it is important that you use wood framing
behind the face edge of your stall. Apply silicone between walls and base of stall.
To facilitate the installation, it is recommended that the door unit be installed with the
assistance of a second person.

INSTALLATION INSTRUCTION
BEFORE INSTALLATION: If needed, remove the plastic layer of the base border. Do not remove the
plastic layer off the plastic platform of the base. Wall and base joints must be silicone properly.

See suggestion of configuration below.

FIXED PANEL DOOR DOOR FIXED PANEL
door door
RIGHT INSTALLATION LEFT INSTALLATION
FIG. 3A (GLASS CONFIGURATION DIAGRAM) 3
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